
JP1:1-2 :Volumn up
       3-4 :Volumn down

JP2:1-2 :On board VGA Enable (Default)

        2-3 :On board VGA Disable

JP3:Power on keyboard
      1-2 :Default
       2-3 :Enable

 JP7:SB-Link

JP12:  1-2 :Clear CMOS
             2-3 :Default

J1:Modem Telephony

J2:AUX-in

J3:CD-ROM Audio-in

J6:Front Panel Header

JP8: Open  Vcore=V I/O (Default)

        Short  Vcore=V I/O

JP9: Open  V I/O=ATX Power Source
        Short V I/O=ATX Power Source

Vcore JP16~20 Vcore JP16~20

1.8V 2.9V

2V 3.1V

2.2V 3.2V

2.4V 3.3V

2.5V

3.5V

2.8V

CPU-type
CPU Power Voltage System freq. Freq. ratio

I/O Vcc Core
Vcc JP8 JP9 JP16~20 MHz JP11, 13~15 Speed rate JP4~

Intel

P54C-166

3.5

66

x2.5

P54C-200 x3

Pentium
w/MMX

@166MHz

3.3 2.8

x2.5

Pentium
w/MMX

@200MHz
x3

Pentium
w/MMX

@233MHz
x3.5

Cyrix
/IBM

6x86L-PR166
@133MHz

3.3

2.8

66

x2
6x86L-PR200

@150MHz 75

6x86MX-PR166

2.9

66

6x86MX-PR200 x2.5

6x86MX-PR200

75

x2

6x86MX-PR233

x2.5

83 x2

MII-300

66 x3.5

75 x3

AMD

K6/166

3.3

2.9

66

x2.5

K6/200 x3

K6/233

3.2

x3.5

2.2

K6/266

x4

K6-2/266

K6-2/300 100 x3

K6-2/333 95

x3.5

K6-2/350 100

K6-2/366 66 x5.5

K6-2/380 95

Freq. Ratio JP4~JP6

x1.5/x3.5

x2.0

x2.5

x3.0

x4.0

x4.5

x5.0

x5.5

SYS. Freq JP1 JP13 JP14 JP15

66/Async

66/Sync

75

83

90

95

100
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S E R IA L
IR Q

(P C /P C I)
G N T#

(P C /P C I)
R E Q #

G N D

G N D
1

V
.1

ID E # 2
ID E # 1

FLO P PY 1

SiS
530

U S B x 2
P S /2 M ou
& K /B C o

Battery

Printer

C O M 1

G am e

Line-out
Line-in

M ic-in

Prin ter

C O M 1

G am e

U S B 2

U S B 1 K /B

M o use

P C B

Back Pane l I/O C onnector

IR1
1

1

1

1

1

1

J5

JP11
JP13
JP14
JP15 JP16

JP17
JP18
JP19
JP20

P ow er supply conn .

S iS
55 95

JP 1

J3
J2
J1

JP 7

JP 9

J8

J4

JP 12
JP 8

JP 2 JP 3

JP 4
JP5
JP 6

VG A 1

V G A1

S yste m FA N

PC I1

ISA 1

P CI2 PC I3 PC I4

1

1

1

1

1

1

1

1

1

1

1

1

1

1 1

1

1

1

+

+ + +1

1.Install the first DIMM in DIMM3
socket due to shared memory architec-
ture limitation

2."VGA  Memory clock (MHz)" in
BIOS's Integrated peripherals page
needs to be set to the same frequency as
" SDRAM frequency"
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L R

GND GND
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MONO IN MONO OUT

GND GND
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